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3 Point Linkage Sprayer ð Silver Series 
 

MODEL  SSPL400 

MODEL SSPL600 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ASK YOUR DEALER ABOUT THE FULL RAPIDSPRAY RANGE AND OUR 44 PAGE CATALOGUE 
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READ YOUR OPERATORôS HANDBOOK CAREFULLY 
BEFORE MOUNTING AND USING YOUR SPRAYER. 

KEEP YOUR HANDBOOK IN A SAFE PLACE. 
 

Introduction 

Congratulations on your purchase of a Rapid Spray 3 Point Linkage Sprayer which is complete 
and ready for use. Ideally suited to farmers or spray contractors for weed spraying, fence line 
spraying, spraying of drainage channels and around buildings etc. 

Warnings 

!      1. ²ƘŜƴ ƳƻǳƴǘƛƴƎ ǘƻ ŀƴȅ ǾŜƘƛŎƭŜ ŜƴǎǳǊŜ ǘƘŀǘ ȅƻǳ ƘŀǾŜ ǊŜŀŘ ǘƘŜ ±ŜƘƛŎƭŜ hǿƴŜǊΩǎ aŀƴǳŀƭ 
and that you comply with all the weight restrictions as specified by the vehicle 
manufacturer, as overloading can cause injury or death. 
 

!      2. To ensure your own safety and that of your employees if applicable you must comply 
with all relevant environmental, work place health and safety legislation and codes of 
practice. 

 
!      3. Select and war appropriate Personal protection Equipment in accordance with the label 

of the product you intend using and your own safe work practices. 
 

!      4. Care should be taken when spraying in windy conditions as spray drift may contaminate 
the air and may affect the operator or damage adjacent non-target vegetation. 

 
!      5. Once the spraying operation has been completed, decontaminate the tank and spray 

accessories.  Dispose of tank rinsings in compliance with current environmental, work place 
health and safety regulations. 

 
!      6. Personal Protection Equipment must still be worn while decontaminating your sprayer 

as per warning at 3 above. 
 

!      7. Improper or careless use of this sprayer can cause serious injury. Minors should never 
be allowed to use this sprayer.  This sprayer should not be used when bystanders or animals 
are in the area.  This sprayer should never be used while children are in the area. 

 
!      8. Never leave the sprayer unattended without turning off the engine and relieving the line 

pressure, and flushing the sprayer of any harmful chemicals. 
 

!      9. You must be in good mental health to operate this sprayer and not be under the 
influence of alcohol or any drugs that could impair your vision, physical strength, dexterity, 
judgment, or other mental capacity 

 
!      10. Pump is driven by rotating driveline.  Contact can cause serious injury or death.  Never 

operate without driveline guards. 
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Risk Assessment 

 

PRODUCT INFORMATION RISK ASSESSMENT- 3 POINT LINKAGE SPRAYER 
    
Task Hazards Risk Control Measures 

1. Partially fill the tank with 
water, connect the PTO shaft - 
do not exceed RPM for PTO & 
test the spray unit 

Reaching & handling; slips, trips 
or falls; fingers jammed; 
pressure blow; electrocution; 
Power Take Off (PTO) shaft 
entanglement;    Note: PTO & 
ƳŀŎƘƛƴŜ Ƴǳǎǘ ƳŀǘŎƘΣ ŎŀƴΩǘ ōŜ 
opened when operating or the 
shield is not safely in place. 

med Concentrate on task; follow safe 
manual handling techniques:-ŘƻƴΩǘ ƭƛŦǘ 
on your own if > 20kg, bend knees & 
keep back straight; keep fingers clear; 
no loose clothing; follow PTO & 
machine safe operation steps; ensure 
guard on PTO shaft before use; keep 
unit at least 8m away from overhead 
powerlines; fire extinguisher nearby; 
follow warning stickers on tanks; 
check hoses; keep substances away 
from electrical sources. 

2. Check weather conditions & 
select the appropriate PPE to 
suit the chemicals to be used 

Manual handling; slips, trips or 
falls  

Low Put on PPE as per the chemical 
requirements in the Material Safety 
Data Sheet- gloves, mask, glasses, etc; 
follow safe manual handling 
techniques as above 

3. Mix chemicals & fill spray 
tank units 

As above; spray drift, chemical 
spillage, emission of vapors or 
flammability; weather; 
untrained visitors 

Med As above; user trained in the state's 
chemical mixing & administration 
course eg Chem Cert; follow the 
relevant Environment Protection 
Authority requirements; fire 
extinguisher present; keep visitors 
away from the job unless wearing full 
PPE. 

4. Use spray unit. Make sure 
you do not exceed the RPM for 
the PTO. 

As above; loss of load; heat & 
cold; noise; exceed load limit of 
vehicle; hose and PTO shaft 
entanglement; terrain & slopes; 
run over by the unit when in 
use. 

High As above; wear clothes to suit heat & 
cold; wear hearing protection if noise 
> 85 dBa; follow the manufacturer's 
safe operation instruction for the 
ǾŜƘƛŎƭŜ ŀƴŘ ǘƘŜ ǎǇǊŀȅ ǳƴƛǘΤ ŘƻƴΩǘ 
overload - water weighs 1kg for every 
1 litre; secure load to vehicle; keep 
hose tidy; brakes on when stopped. 

5. Clean up, maintenance & 
storage 

As above. PTO greasing.  Fresh 
water tank use 

Low As above; continue to wear PPE for 
clean up: store unit in a dry, well 
ventilated area. 
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Hitching your Linkage Sprayer 

 

Your Silver Selection Spayer comes completely assembled. 

If your boom has been packaged separately, attach to the sprayer frame once hitched to the 
tractor. 

Before hitching the sprayer to the ǘǊŀŎǘƻǊ Ŏƻƴǎǳƭǘ ǘƘŜ ǘǊŀŎǘƻǊΩǎ ƻǇŜǊŀǘƛƴƎ Ƴŀƴǳŀƭ ŦƻǊ ǘƘŜ ŎƻǊǊŜŎǘ 
and safe procedure. 

If possible, always hitch and detach 3 point linkage equipment on flat ground. 

Ensure that the sprayer is stable before hitching, chock to improve stability if required. 

Hitch the sprayer in the correct order as follows 
First left link 
Secondly right link 
Thirdly top link 
 
Ensure that the sprayer has been leveled both horizontally and vertically. 
 

 
Fitting the PTO SHAFT 
 

 
Connect the PTO shaft in accordance with the PTO shaft directions for use.  Ensure the length of 
the PTO is correct, shorten if necessary. 

Refer to instruction sheets on following pages if necessary 
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Mixing and Filling 

 
The following steps are given as a guide for mixing and filling the sprayer. 

1. Read the product label and follow the instructions carefully, taking special note with regard 
to the order in which the products are added to the tank. 
 

2. Half-fill the spray tank with water only and commence agitation by following these steps: 

 tǊŜǎǎǳǊŜ ŎƻƴǘǊƻƭ ƭŜǾŜǊ Ƴǳǎǘ ōŜ ƛƴ ǘƘŜ άōȅ-Ǉŀǎǎ ǇƻǎƛǘƛƻƴέΦ ¢ǳǊƴ ǊŜƎǳƭŀǘƻǊ ǾŀƭǾŜ ƪƴƻō 
in anti-ŎƭƻŎƪ ǿƛǎŜ ŘƛǊŜŎǘƛƻƴ ǘƻ ǊŜŘǳŎŜ ǇǊŜǎǎǳǊŜ ǘƻ άhέ ōŀǊΦ 

  

 quantity of pesticides, using clean measuring jugs used only for this purpose and add 
to the spray tank while still agitating. 

 Rinse out the measuring jugs and empty containers and pour all rinsings into the 
spray tank. 

 Top up the spray tank with clean water to the required level 
 

3. Your spray tank has now been correctly filled and the product thoroughly mixed, spraying 
can now commence. 
 

4. ¢ƻ ŎƻƳƳŜƴŎŜ ǎǇǊŀȅƛƴƎ ƳƻǾŜ ǘƘŜ ǇǊŜǎǎǳǊŜ ŎƻƴǘǊƻƭ ƭŜǾŜǊ ŎƭƻŎƪǿƛǎŜ ǘƻ ǘƘŜ άǇǊŜǎǎέ ǇƻǎƛǘƛƻƴΣ 
close the spray gun or boom and turn the adjustment knob in a clockwise direction until 
your desired pressure has been reached. Open the spray gun or boom and start spraying. 

 

Calibration 

 
Accurate calibration is an essential element of any spraying function as it ensures that the 
pesticide is applied at the rate on the product label. Application in excess of the recommended 
rate is prohibited, can damage crops and is uneconomical. 
 
Calibration must always be carried out: 
 

 When spraying for the first time with new spray equipment 

 At the beginning of each season 

 After changes of nozzle tips, spraying pressure or speed 

 After every 100 hectares of spraying 

When calibrating a sprayer, a minimum of coverall, gloves and boots must be worn.  A face 
shield and PVC apron may be included depending on the task and the cleanliness of the sprayer 
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Calibration Procedures 

The following table gives a step-by-step guidance on the standard method of sprayer 
calibration. 
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Spraying 
 

For effective spraying, ensure you have taken the following factors into account: 
 
1. Work Rates 

ω Speed of operation 
ω Water points or nurse tanks 
ω Rate of travel 
ω Swath width 
ω Spray volume applied 

 
2. Wind and drift 

ω Wind Speed 
ω Wind Direction 
ω Airspeed at boom height 

Avoid spraying on still warm days as convection currents may cause drift in unpredictable 
directions. 
Optimum wind speeds are between 3km/h to 7 km/h 

ω Wind direction and drift is controlled by; 
ω Reducing nozzle height 
ω Reducing pressure and using larger nozzles 
ω Fit low-drift nozzles producing larger droplets 

3. Field Work (See diagram below) 
Swath marking and spraying 

ω Mark out to ensure proper pass matching ς use flags foam markers or tramlines 
ω Where large obstructions exist in the middle of an area to be sprayed, mark out and 
spray the area like a separate headland. 
ω The perimeter of the field should be sprayed first. The width of two swaths will give 
adequate turning space at the ends of spray runs. 
ω Never spray while turning. 

4. Speed 
Maintain a constant speed when spraying. Should you need to increase your spraying speed, 
larger delivery nozzles must be fitted. Re-calibrate as required  
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Sprayer Decontamination and Maintenance 
 
 
1. After use, the sprayer must be thoroughly decontaminated, inside and outside ς including 

pump, hoses, boom and hand lance, to avoid damage to crops from harmful spray residues. 
Decontamination prevents sprayer corrosion and abrasion.  As a guide follow the 
decontamination procedure below. 

 After spraying, rinse out the tank with several changes of water plus a 
recommended cleaning fluid, brushing the inside of the tank. 
 

 The suction filter mounted on the sprayer frame must be cleaned regularly. Unscrew 
the filter cover and remove the filter screen and remove the filter screen and gasket. 
Soak in clean water, brushing with a nozzle brush. 
Ensure gasket is in position when re-assembling. 
 

 The filter basket strainer is removed by lifting it out of the filter ring.  Clean the 
basket strainer the same way as the suction filter.  Replace the basket strainer by 
exerting a quick downward push ensuring the strainer has seated correctly. 
 

 Nozzles, nozzle filters, nozzle caps and gaskets should be cleaned by soaking in 
water, brushing with a nozzle brush and allowed to dry.  Never blow through the 
nozzles with your mouth nor use wire or pins to clear any blockages. 
When re-assembling ensure that the nozzle cap gasket is correctly positioned 
 

2. When storing the sprayer ensure that it is clean and dry and kept in a ventilated place. 
 

3. Mounted sprayers tend to be unstable when removed from the tractor.  Make sure that 
they are safely chocked before leaving them. 
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Exploded Diagram SSPL400 & SSPL600 
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Parts List SSPL400 & SSPL600 
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Pump Breakdown 

 

  


